**APPLICATIONS**
- NEMA 3R / Outdoor Rainhoods for Standard Filterfans
- Fits sizes PF 2000, PF 25/3000 and PF 5/6000 Units
- 304 Stainless Steel Design for use on Washdown NEMA 4X enclosures
- Due to dust protection regulations, NEMA 4/4X rating on these systems is not possible
- Non-stainless, powder coated units also available

**INDUSTRY STANDARDS**
- NEMA Type 1, 12, 3R

---

### Catalog Number

<table>
<thead>
<tr>
<th>Carbon Steel #</th>
<th>304 Stainless Steel #</th>
<th>316 Stainless Steel #</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
<th>G</th>
<th>H</th>
</tr>
</thead>
<tbody>
<tr>
<td>SPRH-25/3000</td>
<td>SPRHSS-25/3000</td>
<td>SPRHSS6-25/3000</td>
<td>10.79</td>
<td>5.39</td>
<td>1</td>
<td>2.50</td>
<td>6.82</td>
<td>-</td>
<td>8.78</td>
<td>7</td>
</tr>
<tr>
<td>SPRH-5/6/7000</td>
<td>SPRHSS-5/6/7000</td>
<td>SPRHSS6-5/6/7000</td>
<td>13.74</td>
<td>6.87</td>
<td>1.14</td>
<td>2.15</td>
<td>5.86</td>
<td>5.86</td>
<td>11.45</td>
<td>9</td>
</tr>
</tbody>
</table>

---

**Diagram:**

- Installation cutout
- Outer perimeter of filter fan hood
- Measurements: 0.375, 0.375

---

4680 Nash Road, Scott City, MO 63780
866-nema-box • 573-722-5591 • FAX: 573-722-5489
www.electrical-enclosures.com